
Class EA / Cat.6A  1U/0.5U Patch Panel
JB246AUC/LA246ASx

Termination Krone/110 tool.
Accept 23-26 AWG solid and 
stranded Cables.

Press-fit process. 
100% RoHS compliant, without soldering.

Press-fit process. 
100% RoHS compliant, 
without soldering.

"M" shape cable clamp to 
secure good contact resistance 
with cable braid to pass transfer 
impedance.

Metal cover and hinge design 
for better EMI/EMC.

Cave-type design for 
better EMC.

Metal clip for increasing 
strength and flexibility

Patented for reducing crosstalk 
between two jacks.

啟動想像  解放未來
MLB246AUxMLB246ASxLB246ASx

Auto
Press-fitCat.6AAuto

Press-fitCat.6A Auto
Press-fitCat.6A
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ISO Cat.6A Connecting Hardware
ISO/TIA Class EA / Cat.6A
Industrial Field Plug 

Class EA / Cat.6A Coupler
TB6968XX/TB196BXX 

Patented

Release Your Imagination, Especially Future

Patented

Coupler    FlangeCoupler    DIN Railx x

Auto
Press-fit RoHSPatentedCat.6AAuto

Press-fitCat.6ACat.6A

Special contact fingers for 
reducing the contact 
resistance and transfer 
impedance.

Ground wire

• Slim and compact, available for high density patch panel. 
• Provide excellent headroom for NEXT. 

RoHS

Stable

Stable

Flexible

Unique

Reliable

Reliable

Unique

Reliable



Cable Spring Cleat
360° shielding for 
better EMI/EMC

Available for OD6.0~9.0

Color icon Wire manager 
for 22~23 AWG (Gray)
for 23~26 AWG (White)

Easy to install
No special tools required

Robust shield cover 
geometry for better contact 
resistance and transfer 
impedance.

Cat.6A Connecting Hardware 90° Shielded Keystone Jack
TB97A2Sx 

Cat.6A Unshielded 180° Keystone Jack
TB916AUx 

Main board & daughter 
board technology.

IDC contacts: 
IDC layout for better crosstalk 
performance.
For AWG 23-26 solid wire.

360° Braided Cover: gives 
low contact resistance, 
provides better EMC 
protection and transmission

Wire management, easy 
to separate the wires and 
change pair sequence 
and not tangle the wires.

Support RJ11/ RJ12 plug.

TB87A2Sx TB876AUx TB806AUx TB856AUx TB906ASx TB806ASx

Patented
Patented

Auto
Press-fit RoHSPatentedCat.6AAuto

Press-fit RoHSPatentedRoHS IP20PatentedCat.6A
Re-

Embedded Cat.6A
Re-

Embedded

IDC Contacts: IDC makes a 
better contact resistance and 
transmission.

Rotation design
Tool free, press with click to 
terminate wires.

Support RJ11/ RJ12 plug.

Cable holder with Strain Relief (SR) 
function: secure the cable with cable 
tie, and not wiggle to affect the 
termination and transmission.

Auto
Press-fit PatentedCat.6A

Re-
Embedded

Auto
Press-fit PatentedCat.6A Auto

Press-fit PatentedCat.6A Auto
Press-fit PatentedCat.6A Auto

Press-fit PatentedCat.6A Auto
Press-fit PatentedCat.6A

Patented metalized organizer to Cat.6/Cat.6A 
component performance.

- Highest performance, most stable on the target.
- Geometry for crosstaalk reduction.
- Elegant shape with multiple colors.

Cat.6A Modular Plug / Cat.6A Component Patch Cord
TA336A-DS/TA336A-DU  

Available for OD6.0~9.0

Reliable
Reliable

Functional

Stable

Stable

Stable

Flexible

Stable

Efficient
Efficient

Unique

Unique

Efficient

Flexible

Flexible

Cat.6A Connecting Hardware Industrial Field Plug
TA34-BXX 

Patented

Patented

Independent Testing - For End User Confidence

Hoersholm, 5 September 2015th Hoersholm, 5 September 2015th

Ole Lambertsen
Test Responsible

Poul Villien
Coordinating Manager

Compliance Statement
ISO/IEC, EN & TIA Unscreened

Class E  / Category 6AA
Two Connector Channel

Telebox Industries Corp.
4F, No. 306, Tatung Road, Sec 1

Hsichih-Taipei 221, Taiwan, R.O.C.
Compliance Statement  No. 115963

This type of Class E  / Category 6A unscreened two connector channel has been tested by 3P Third Party TestingA

and complies wi th the 10 Gigabit Ethernet requirements of IEEE P802.3an, Class E  requirements of Edition 2.2A

of ISO/IEC 11801 and CENELEC EN 50173-1:2011, and Category 6A requirements of ANSI/TIA-568-C.2. The
Compliance Statement is valid for the channel type in T568B designation and may be suspended or withdrawn if
it fails to pass a Maintenance Testing performed at 24 month intervals. The channel consists of the following Telebox
components:

Cables: Horizontal Cable, P/N TP1109U
Flexible Cable, from cord, P/N SF336Axxx
Qualification Status: Manufacturer Verified

Conn. Hardw.: Keystone Jacks, P/N TB916AUx mounted in Wall Outlet, P/N TA51xx
and having PCB Marking 001-9103B
and
P/N TB876AUx mounted in Patch Panel, P/N ZP24xxx
and having PCB Marking 001-87620B

Qualification Status: Manufacturer Verified
Cord: 5,0 m Patch Cord, P/N SF336Axxx

Qualification Status: Manufacturer Verified

Independent Testing - For End User Confidence

Compliance Statement

Hoersholm, 12  March 2015th Hoersholm, 12  March 2015th

Ole Lambertsen
Test Responsible

Poul Villien
Coordinating Manager

Screened Category 6A

ISO/IEC, EN & TIA Connecting Hardware

Telebox Identification P/N TB97A2Sx
Category 6 , Screened, Keystone JackA

 Electrical Transmission Performance

Telebox Industries Corp.
4F, No. 306, Tatung Road, Sec. 1

Hsichih-Taipei 221, Taiwan, R.O.C.

Compliance Statement  No. 115926
This Screened ISO/IEC, EN & TIA Connecting Hardware, having board identifications "001-9765" and "001-9766", has
been tested by 3P Third Party Testing and complies with the Category 6 transmission requirements of edition 2.2 ofA

ISO/IEC 11801, CENELEC EN 50173-1:2011 and IEC Connecting Hardware Standard 60603-7-51, and Category 6A
transmission requirements of ANSI/TIA 568-C.2. Testing is conducted as specified in IEC Test Standard 60512-27-100
and ANSI/TIA 568-C.2. Requirements are passed using the complete specified re-embedded range of RJ 45 plug vectors.
The qualification activity includes factory and assembly line inspection. The Compliance Statement may be suspended
or withdrawn if the keystone jack fails to pass a Maintenance Testing performed at 12 month intervals.

Multiple applications. 
Available for harsh environement.


